Satisfy Professional's Needs
m Wide Crown Stapler  AT2550A 25mm (1%)
[71717, 484718 \jedium Crown Stapler AT1150A 11mm (7/16")

Great for siding and waterproofing jobs
with user friendly functions.

Rubber Bumpers

Protect the surface of work piece from scratches / damages.

Multi-directional
Exhaust Port

Directs exhaust air
away from operator.
Rotatable 360
degrees by hand.

Comfortable Rubberized Grip

ﬁ Hook for 2x4 frame.

Photo: AT2550A

>
Toolless Clearing —/
of Jams

Enables quick removal of
jammed staples.

¥ Depth adjustment

Staple width: 25mm (1") (AT2550A)
:11mm (7/16") (AT1150A)

Wide & Medium Crown Stapler | AT2550A, AT1150A

Inlet Filter Staple / Nail Length : 25-50mm (1-2")
AT1150A width : 25mm (1") (AT2550A)
I @] Depth Adjusting :11mm (7/16") (AT1150A)
AT2550A Gauge 16 Ga
Capacity 140pcs
A Operating air pressure 65 - 120PSIG (4.5 - 8.5kgf / cm’ G)
__—.*,-f..-i A Dimensions 370mm x 76mm x 260mm
' (L x W x H) (14-1/2" x 3" x 10-1/4")(AT2550A)

370mm x 87mm x 290mm
(14-1/2" x 3-7/16" x 11-3/8")(AT1150A)
Net weight 2.3kg (5.11bs)

Standard Equipment Oil Supply, Safety Goggles, Hex Wrench, Hook
Optional Accessory Sequential Trip Trigger

Items of standard equipment and specifications may differ from country to country.
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